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HFS TECHNOLOGY ICU
BED

AG-BR0O02B

7-Functions ICU Bed

AG-BR002B ICU Bed is dasigned for intensive
cate patients with inverting function to meet
multi-funclion requiremants . With weighing system
accurate 0 0.0 I1kg.Three columns contro! vertical
lifl and lateral titl. Using Linak moiors with long
using life, EQuipped with 10pCs bedboards, more
comferiable for palients 10 1ay on. Embedded
operator design moie corwenienl for patients and
nurse 10 operale. HFB paten! plug design.can
replace all the plug and apply {0 any voltage.

Size:2250" 1050°450- 790mm

Funclions:
HI-LOW:450-730mm

Back Section adjustable:0-75
Trendelenburg: 0-12
Anli-Trendelenbutg:0- 12
Left 1i1:0-30

Righl tilt:0-30

Foot Seclion adjustabte:0-45
CPR funclion

Loading capacity:300Kg

Net Weight:170Kg

Gross Weight:200Kg

Package s:ze:2200°930'60%ven

15O 134552005 NE3

Technical Paramater

1.Treated by electro-coaling and powder

-Coating

2.10-part cold-rolled steel bedboards

3.3 columns

4.4pcs of ABS handrails

5.CPR Function

6.8altery 8ackup

7.4 doubte-side silent wheels(150¢mum)

8.All scre'ws made of stainless steel

9.Height adjustable 304 stainiess steel iv pole

10.0ne-step maiding ABS dust cover

11.Angle indicator panel

12.Embedded handrail operalor.footboard
equipment with nursing operator

13.Central controiled braking system

14.Drainage hook

15.Four corners with retractable iv pole suppon
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HFS TECHNOLOGY
ICU BED

AG-BY003C

5-Functions Electric ICU Bed

AG-BYO003C is 5-Funclion alactric hospital bed,coniroflad by
four Linak motors. Can meel patient’ s comfortable position.
Consis| of detachable ABS head/colboard,4pcs ABS
handrails,ABS bedboards .

Technical Parameter

1. Overalisize (L*"W*'H):2200°900°400-700mm

2. Durable frarne: made of cold--rolled steet plate. treated by
electro-coating and powder-coating

3. Detachabte ABS headboardoard

4. 4.part detachable ABS bedboards

S. Detachable ABS handrails

6. Quiel and robust electnc actuators prowvide reliable operation

7. Remote handsel conirol of all electeically operated functions
and movements

8. Fully tested siurdy conituction capable of 1aking a maximum
uscr weight of up to 250kg

9. Double-~sida stlen! wheels, ¢ 125mm, wiih cioss brakes

10. Motor; Imporied linak motar from Denmark

11. With one ss height adjustable |.V pole, with Drainage hook

12. With Batutery backup

S-Functions:

1) Backrest max upward angle: 75°
2) Foolrest max upward angla: 45°
3) Height adjustment:480-760¢nm
4) Trendelenburg:12°

5) Anti-trendelenburg: 12°

150 134852003 @4




HFS TECHNOLOGY
ICU BED

AG-BR0OO0O1

8-Function ICU Bed

AG-BR0O1 Intelligent bed is our new designed
hospital bed to meel multi-function
requirements of patients. Controlled by 6pcs of
Linak motors with eight funciions. The length of
bed can extend 20cm. Embedded operalor
design more convensen! {or patienis to
operate. Easily change to chair position.

Technical Parameter

1. Trealed by eleciro-coating and powder-coating
2. Cold-rolled steel bedboards

3. PP malerial handra:ls

4. X-ray available back board

5. 6pcs Linak motors

6. Embedded operalor

7. CPRlunction

8. Baitery backup

9. 4 double-~side silent wheels(150mm)

10. All the screws made of s1ainless steel material
11. Height adjustable 304 stainless steel v pote

12. One-siep molding powder coated steel dust cover

13. Angle indicator panel

14. Centra l-conirolied side brake
15. With anti-bumper, ighting lamp
16. Drainage hook

. o) E= day, o

Size:
2000-2200 x 1020 x 525-265mm
8-Functions:
o Hi-LOW:525-865mm
» Back Section adjustable:0-75°
* Knee section adjustiable:0- 45°
* Trendelenburg.0- 15°
* Anti-Trendelenburg:0- 15°
« Lenglh exiend: 2000-2200myn
« Chair function
« Fooiboard curve function
* CPR function

Loading capaaly:
300kg

Net weight;

160kg

Gross weight:

200kg

Package size:

2200 x 900 x 600awn

Size:

2250 x 1050 x 450-790mm Loading capacity:
S-Funclions: S00kg .

HI-LOW: 450-790mm Not weight:

Back Section adjustable:0-75° 160kg
Trendetenburg:0- 12° Gross weight:
Anti-Trendelenburg:0- 12° 200kg

Knee section adjustable:0- 45° Package size:
Weighing memory function.CPR function 2200 x 900 x 600mm

V. o dEm dny, o
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AG-BY009

5-Functions ICU Bed

AG-BYQ09 {CU bed is designed for intensive care
pabents with weighng function accurate to 0.01kg.
Equipped with 10pcs bedboards, more comfostable for
patents to lay on. Embedded operator design more
convenient for patients and nurse to operate. HFS patent
plug dessgn, can replace all the plug and apply to any
voltage. Vertical kit noiseless, extend the life of motor.

Technical Parameter

1. Treated by etectro-coatng and powder-coating

2.10-parn cold-rolled stee! bedboards

3. Linak motor

4. Alarm system for patient left

5. Detachable ABS head/footiool board. 4pcs ASS handrails

6. Weighing function accurate to 0.01KG

7, CPR function

8. Battery backup

9. 4 double-side silent wheets(150mm)

10. All the screws made of stainless steel material —

11. Height adiustabte 304 stainless stoel iv pole

12. One-slep molding A8S dusl cover

13. Angle indicator panel

14, Embedded handrail operator, foolboard equipment
with nursing operator

15. Central conirotied braking system

16. Retractable v pole

17. Drainage hook




HFS TECHNOLOGYJ;
ICU BED
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AG-BY003B

5-Function ICU Bed

AG-BYO003B is an 5-Functon eleciric haspial bed,
controlled by four L&K motors. Meat patients every
comforiable posdion design. Consist of detachable
ABS head/ioot board, 4pcs ABS handraits, 4pcs ABS
bedboards. More durable. easy o clean and operate.

Sizo:

2200 x 1060 x 440-760mm
5-Funclions:

Backrest max upward angle: 75°
Footrest max upward angle: 40°
Height adjusiment: 440-760mm
Trendelenburg:12°
Anti-trendetenburg: 12°

Loading capacity:
250kg

Net weight:

159kg

Gross weight:

200kg

Package size:

2145 x 980 x S3Smm

Ve = e diy, o

Technical Paiameter

1. Durable {rame: made of cold-rolled steel plate, ireated by efsctro-coating
and powder~coaling

. Detachable ABS headboardifootboard

. 4-part ABS bedboards

4pcs of ABS handraifs

Quiet and robust eleciric acluators provide reliablte operation

. Remate handset control of all electrically operated functions and movements

. Motor: L&K motor from Taiwan

. Four silent dual wheels vith Central-controlled braking system , ¢ 125mwm,

. With one ss height adjustable 1.V pole. vath Drainage hook

O RN S WS

Technical Parameter

1. Durable frame: made of catd~rolled steel plate. ireated by
eleciro~coatng and powdes~coaling

2. Detachable ABS headboard/footboard

3. 4-part steal bedboards

4. Detachable ABS handrails

5. Quiet and robust electric actuators provide réliable opgration

6. Remate handset control of all electrically opsrated junctions and movements

7. Centrat-controtied side braking system

8. Four silent wheels, ¢ 125mm,

9. Motor: LEK motor ftom Taiwan

10. With one ss height adjstable L.V pole, with drainage ook

AG-BY005

Five Function Electric Bed

AG-BYO00S is an 5-Function electric hospital bed. controlled
by four L&K motors, Meet patien! 's every comiostable position
design. Consist of detachable ABS headfoot board. 4pcs
ABS handrails, 4-parst steel bedboards. Durable and easy 10

operate.

Siza:

2200 x 900 x 400-700mm
S-Functions:

Backsest max upward angle: 75°
Footrest max upward angle: 40°
Hexght adjustment:400-700men
Trendetenburg: 12°
Anti-trendetenburg: 12°

Loading capacity:
250kg

Net weight:

150kg

Gross weight:

170kg

Package size:

2250 x 1100 x 550mm




HFS TECHNOLOGY €
HEALTHCARE BED

AG-W001 AG-W002

Ultra-low electric healthcare bed Electric healthcare bed
Function: Technical Parameter
Height adjustment:250-650mm 1.0ne set of Linak contral system with 3 Linak Motors,Linak hand control and Linak

Back section:0-75°

Foot section:0-35°
Trendelenburg: O~ 13°
Anti- Trendelenburg:0-13°

spare batiery

2.Night sight hand control and nighilight

3.Seat design on back and foot section
4.Segmented Aluminum guardrail

5.Carried Japanese steel standard for bed frame
6.Wooden headboard and footboard

7.Wooden bed frame

8.Four pieces electrostatic spraying mesh bed board
9.Custom~made steel bolt pin

Optiona) accessories:

1.Lifting pole

2.0ptional mattress:Smm coir maltiess+inflatable matiress
3.Nurse operator{with electric CPR function)

4.Matching cabinet and over bed 1able

. ) 10 F . - . .
5.4-inch ceniral control braking castors of adjustable foot pad g T:mh .sicure d°“|b'e S'F’T 125mm| ?"‘;m_ castors

6.Backboard plate with X-ray permeable 11.The height-adjusiable st?rn ess s:let? in ;.;smn stand N

7.Segment guardrail in the midd'e or integrated six bars 12.The four corners are equipped with infusion stand hole.lifling pole hole and
guardrail orthopedic frame hole

Technical Parameter

1.Uitra-low design. Dimensions: 2200 x 1100 x 250 -650mm

2.0ne set of Linak control system with 4 Linak Mo:ors.Linak hand control and Linak sparebattery
3.Night sight hand conirol and nightligh!

4.Cardw-putmionary Resuscitation (CPR) funclion

5.Seal design on back and 100! section

6.Segmented Aluminum guardsail

7.Carried Japanese staal standard for bed frame

8.\Wooden headboard and foolboard

9.\Wooden bed frame around

10.Four pieces electrostalic spraying mash bed board

11.Custom-made steel bolt pin

128 pcs “secure” double silent 125mm diameter castors

13.The height-adjustab'e stainless steel inlusion stand

14, The ‘our coeners are equipped with IV pole hole lifting pole hole and osthopedic frame hole

AG-WS001

Manual healthcare bed

Technical Parameter

1.Four crank Aluminum guardrail

2.International standard sieel bed frame

3.Wooden headboard and foatboard

4.Wooden bed frame

5.Four pieces elecirostalic spraying mesh bed board
6.Anli-backward .anli-loose steel crank

7.Custom-made steel bolt pin

8.Four piaces “Sscure” double silen! diameter 125mm castors
9.The height-adjustable stainless steel infusion stand

10.The four corners are equipped with IV polé hole.lifting pote hole and orthopedic
frame hole




HFS TECHNOLOGY
ELECTRIC BED

Size:
2160 x 1050 x 450-700mm
Functions:
* HI-LOW:450-700mm
«Back seclion adjusiable:0-75°
« Knee section adpstable:0- 40°

VW =R 2

AG-BY101

3-Function Electric Bed

Technical Parameter

1. Trealed by eleciro-coaling and powder-coating

2. 4-part Sieel bedboards with abs soft joint

3. L&K motor from Tamwan

4. Handrai:4PCS ABS.detachable ABS headfioot
board

5. Fully tested siurdy construclion capable of weight
up to 250kg

6. 4 double-side silent wheels(125mm)

7. All the screwws made of stainless steel materal

8. Height adjustabte 304 stainless steel iv pole

8. Quiet and robust electric actuators provide

reliable operation

10. Foot step ceniral braking system

11. Retractable iv pole support

12. Drainage hook

AG-BM119

3-Function Electric Chair Bed

Technicat Parameter

1. Durable frame; made of cold-roiled steel plate, treated by
electro-coating and powder-coating

2. ABS headboardffootboard. with plastic palieni name card
3. 4-part steel mesh material bedboards
4. One big piece of ABS handrait on each side

S. Quiat and robust electric actualors provide reliable oparation

6. Remote handset control of all electrically operated functions and movements
7. Four silen! wheels wth brakes. $ 125nwn

8. Motor: L&K motor from Taiwan

9. with one ss height adjustable 1.V pole, with drainage hook

CXETETD (¢

Size:

2000 x 945 x (505-750) mm

3-Functions:
» Backrest max upward angle; 75°
* Foolrest max upward angle: 40°
« Height adjustment: S05-750mm



HFS TECHNOLOGY
HYDRAULIC BED

AG-BMY001

3-Function Hydraulic Bed

3-Funclion Hydraulic Bed des:gned for the cusiomers
required hydraulic conlrol bads. With the same {unctions
of normal eleclric/manual bed.

Size:

2130 x 970 x (475-780) mm

3-{unction:
* Backrest max upward angle: 75°
» Footrest max upward angle: 40°
*Height adjusiment: 475-760mm

Technical Parameter

1. Durable frame: made of cold-roiked steel plate. treated
by electro~coating and pawder-coating

2. ABS headboardifoottxoard. with plastic patient name
card

3. 4-pan cold-rolled steel bedboards

4. 6-rank al-alloy handrails

S. Hi-Low controlled by hydrautic pedal, back section

and knee seclion controlled by manual

6. Four silen! wheels with brakes, ¢ 125mm

7. With one ss height adjustable L.V pole. wilh drainage

Loading capacily: Gross weight:
250kg 17Ckg
Ne! weight: Package size:
150kg 1850 x 1000 x 600mm
W, Ry 2
A A AY

[ 150 13485:2003 4

AG-BMS001C

5-Function Manual Bed

Technical Parameter

1, treated by eleciro-coaling and powdef-coaling

2. 4-part cold-rolled steei bedboards with ABS soft jont
3. Detachable ABS headflootfoot board. 4pcs ABS handrails
4. 4 double-side sitent wheels( 125mm)

5. All the screws made of stainless steal matenal

6. Height adjusiable 304 stainless stee! iv pole

7. Foot step central braking system

8. Retractable v pale suppar

9. Drainage hack

Size:

2160 x 1050 x (500-750)mm
S-Functions:

HI-LOW: S00-.750mm

Back Section adjustable: 0-75°
Trendelenburg: 0-12°
Anli-Trendelenburg: 0- 12°
Knee seclon adpstable: 0- 40°
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AG-BMS001

5-Function Manual Bed

Functions:

HI-LOW:500- 750mm

Back Seciion adjustable:0-75°
Trendelenburg:0- 12°
Anti-Trendelenburg:0- 12°
Knee seclion adjusiable:0- 40°

Technical Parameter
2. 4-part stee! bedboards

4. 6~ctank Al-alloy handrails

8. Drainage hoox

1. Treated by electro-coaling ang povider—coaling
3. Detachable ABS headboard/footboard.with plastic patient name card
5. Four silent wheels with central-controlled braking system, ¢ 125mm

6. Height adjustable 304 stainless sleel iv pote
7. Al the screws made of stainless steel material

AG-CB013

5-Function Manual Hospital Bed

Technical Parameter

1. Durable frame: made of cotd-rolled steel plate.
irealed by efeclro-coating and powder-coating

2. Detachabte ABS headboardffooiboard.
with plastic patient name card

3. 4-par Sieel bedboards
4. stainlass steel rails

5. Fully tested sturdy contruction capable of taking
a maximum user weight ol up to 250kg

6. Central-controlled bzaking system, ¢ 125mm
wheels

7. With one ss height adjustable |.V pole, with
Drainage hook

Ve =R = dy,

Size:
1980 x 920 x (520-740) rom
Funclions:
* Backrest max upward angte: 75°
« Foolrest max upward angia: 40°
» Height adjustment:520-740mem
» Trandelenburg:12°
* Anli-lrendelenburg: 12°¢

(150 13405 2002 43

AG-BYS001

3-Function Manual Bed
Size:

2160 x 1050 x 500-750mm
Functions:

HI-LOW: 500-750mm

Back section adjustable: 0-75°
Knee seclion adjustable: 0- 40°

VW =R =

Technical Parameter

1. Treated by electro-coaling and powvder-coaling
2. 4 PCS Steel bedboards with abs soft joint

3. 4 PCS detachable ABS handrails

4. 3 detachable ABS cranks

5. Four sitentwheels with cross brakes, ¢ 125mm
6. Height adjustable 304 siainless steel iv pole

7. All the screws made of stainless stee! material

8. Drainage hook

AG-BMS101A

2-Function Manual Bed

Technical Parameter

1. Treated by eteclro-coaling and powdes-coaling
2. 4-part steel bedboards

3. Detachabtle ABS haadboard/fiootboard, with plastic
patient name card

4, 6-crank Al-alloy handrails

5. Four sifent wheels with cross brakes, ¢ 125mm
6. Height adjustabe 304 stainless steel iv pole

7. All the screws made of stainless steel material
8. Drainage hook

= =N

Size:
2130 x 970 x 540mm
Functions:
» Back section adjustable:0-75°
» Knee section adjustable:0- 40°




HFS TECHNOLOGY

MANUAL BED

150 13485 2003 3

AG-BYS106

2-Function Manual Bed

Technical Parameter

1. Treated by electro-coating and powder-coating
2. 4-pan coid-rolled stee! bedboards

3. ABS head/loot board and 4pcs ABS handrails
4. 4 silent wheels(125mm)

5. All the sctews made of stainless stee! matenal

6. Height adjustabl e 304 stainless steel iv pote

7. Fool step cential braking sysiem

8. Retractable iv pole support

9. Drainage hook

Sze:

2120 x 1050 x 540mm
Functions:

Back Seclion adjustable:0-75°
Knee section adwsiable:0- 40°

]
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AG-BYS203

Single Function Manual Bed (Type I)
Size:

2130 x 960 x S40mm

Functions:

Back Section adjustable:0-75°

AG-BYS204

Single Function Manual Bed (Type Il)

Size:

2130 x 960 x 540rren
Functions:

Back Section adjustable 0-75°

AG-BMS303
Flat Bed

Size:
2130x 960 x 540mm

Technical Parameter

1. Treated by electro-coating and powder-coaling

2. 4-part cold-rotled steel bedboards

3. Handrail: 6-crank a!-alloy.detachable ABS head/foot board
4, 4 silent wheels{125%nm)

5. Al the screws made of stainless steel material

6. Height adjustable 304 staintess steel iv pcie

7. Foot step cross braking sysiem

8. Retraclable iv pole support

9. Drai nage hook

Technical Parameter

1. Treated by electro~coating and powder~coating
2. 4—past coXd-rolled steel bedboards

3. With detachable ABS headffoot board

4. 4 siten! whee!s{ 1250m)

5. All the screws made of stanless steel material

6. Height adjustable 304 stainless steel iv pole

7. Fool step cross braking system

8. Retractable iv pole support

9, Drainage hook

Technical Parameter

1. Treated by electro-coating and powder-coaling
2. 4-part cold-rolled steel bedboards

3. With detachable ABS headffoot board

4. With four legs

5. All the screws made of staintess steel material

6. Hetght adjustable 304 stainless steel iv pole

7. Relractable iv pole support

8. Drainage hook



HFS TECHNOLOGY
CHILD

deo

AG-CB001

1-Crank Manual Child bed

Technical Parameter
1. OQveralisize : 1800 x 820 x SO0m

2. Durable frame: made of cold-rclied steel plate, treated by
electro-coating and powder—coating

3. Detachable al-alloy frame headboard flootboard wilh
plastic board

4. 2-part Steel bedboards
5. 5-crank Al-alloy hand:alls

6. Fully tested sturdy construction capable of laking a maximum
uses waght of up to 200kg

7. Wilh one ss height adjustable 1.V poie.with Drainage hook

1-function.
« Backrest max upward angle: 75°

AG-CB003

Flat Child Bed

Technical Parameter

1. Overallsize : 1810 x 900 x 590men

2. Durable frame: made of cold-solied steel plate. treated by
electro-coating and powdaar-coaling

3. Detachable steel frame headboard/oolboard with plastic
boatd

4, Steel bedbosrds

5. Fulllengih steel handrails

6. Fully tested sturdy construction capable o4 taking maximum
user weight of up to 200kg

7. With one ss heighl adjusiable .V pole, with Drainage hcok
8. Four wheels with cross brakes

50 1425200 R 43

AG-CB0O14
2- Function Child Bed

Technical Parameter

1. Size: 800°700° 1600mem

2. 304 Stainless steel bed frame

3. Footboard with plastic patient name card
4. 4-par cold- rolled stee! bedboards

5. Detachable 304 sta:nless steel handrails
6. Max weight 250Kg

7. Castors with cross braking system

8. S1ainess steel reiractabia IV pole

9. Drainage hook

AG-CB012
2- Function Child Bed

Technical Parameter

1. Overallsize ;1930 x 840 x450mm

2. Durable frame: made of cold-rolled  sleel plate, reated by electro-coating
and powder-coating

3. Detachable ABS headboardffcotboard, with plastic patient name card

4. 4-part Steel bedboards

5. at-alloy rails

6. Fully tested sturdy contruclion capable of taking a maxsmum user weight of up to 250kg

7. Centtal-controtied braking system, $ 125mmwheels
8. With ona ss height adjustable 1.V pole, valh Drainage hook




HFS TECHNOLOGY
BABY CRI8

AG-CB010

Baby Crib(Type Ii)

Size:
810 x 520 x 880mm

Technical Parameter

1. Steel bed frame with baske!

2. Steel side rails around

3. ABS tray with matiress

4. 4 caslors with brakes

5. Tiling angle of head lrom 010 12°
6. Maximum loading capacity: 60kgs

AG-CBO11

Baby crib

Size:
850 x 500 x 760-980mm

Technical Parameter

1. Steel frame

2. ABS baby basin

3. ABS lray and base

4. 4 castors with cross brakes

5. Tilting angle of head from 010 12°

6. Height of bed adjustabie from 810mm to $30mm
7. Maxunign loading capacity: 60kgs




AG-HS001

#

']

-

W

-

Luxtous Patient Stretcher

Size:

2120 = 850 x BO0-950mm

Materal:

Pumg: Ametican Pump

Steal frama, aluminum alloy andrails
X -ray available back board

Imparted PP mataral bottom platharm
With LY. poie

Functions:

Backrast max upward angha: 75°
Foatrest Max upward Anglea(®
Haight maer adjustment: B00-950mrm
Trendelenburg: 15°

Anfi-trendelenburg; 15¢

Loading capacity:
250k

Static loading:
A00kg

Net weight
137kg

Gross walght:
175kg

Package size:
2130 x 810 = 700mm

150 130852003 a3

Techinical Paramater

. Mzade of coid-ralied steel plate.trested by eleciro-coating and powder-coating

el

Two American Pumps slable and durabla

Foot rest controlbed by hydraulic easy operatng

304 staindess steal IV pola

With PL watarproof matiressS0mm)

. Four cenfral-caniroliad sitent dusiproo! whaals(200mm)
. Aomerican bakelite plate

Cine-s1ep molding PP dust cover

T NS . T TS Y

Patam lor curve 304 stanless sieel mplaniable handrails
10, Adjustable guide witeel

11. CPR lunctian

12, Backboard with X-ray

13, Cenirally controlled brake

14, Datachable IV Pole Support

15, Bumper castors

16, Adjustable push handles

17. Drainage hook

3l




HFSRT STRETCHER I

AG-HS021

Exchange Stretcher Trolley For Operation Room

Technical Parameter

1. Made of cold-rclled steel plate.lreated by
electro~coating and powdet-coaling

2. Amencan hygrautic system

3. Exclusive use lransfer mallress(20men thickness,
4 handles high strength nylon material)

4. 304 stainless steel IV pole

5. One-step molding PP bedboard

6. 8 silent castors{ 124mm/150mm)

7. Two body betis

8. Central contralled side-braking system

9. Detachabie ABS handrails

10. Reiraciable IV pale hole

11. Adjustable oxygen hoider

Size:
1900 x 640 x 730-340mm
Funclions:

* Back section adjusiable:0-90°

* Height adjustable

* 8 wheels exchange for OT Room

Loading capacity: Grose weight;
25049 140k g

Stakic loading: Package size:
400xg 2100 x 720 x 650mm
Net weight:

130kg

(150 131052005 &

AG-HS003

Conneting Stretcher Trolley
For Operation Room

Size:
3650 x 640 x 640-970mm
Functions:

o HI-LOW:640-970MM

« Back section: 0-75°

Technical Parameler
1. Each trotley structure and raitway are made of aluminum alioy, durable

2 Two ABSside rails

3. ABS bedborad

4. Back seclion pneumalic spring

5. Exclusive use lransfer mattress ( 15:nm thickness. high sirength PP material)
6. Two body bells

7. Eight luxurious doubte side castor( 150 mm)

8. Each trofley has one direction casior

9. Central locking system

10. Tv/o Trolieys join together, 1t and down seperatety

11. Stretchers can be moved smoothly when they are al the same level

12. Maximum foading capacily: 150kgs

13. 304 stainless steel iv-pale



HFS TECHNOLOGY
TRANSPORT-STRETCHER |

AG-HS002

Manual Transfer Stretcher

Size:
1930 x 640 x540-840mm
Material: function:
» Trolley slructure is made of aluminum alloy » Hesght is adjustable {rom 540mm to 840mm{Operated manually)
« Two ABS side rails. collapsible ¢ Locking function with cenlcal locking system
o LV. pOle. castors. mattress. pneumatic spring » Siceicher can be locked automatically with the 1rodfey
o Maximum loading capacity: 150kgs * Back section is controfled by spring

AG-HS007

Electric Stretcher

Size:

21207800930/630snm

Material: 4-function:
« Two Link molor.electric control » Backrest max upward angle: 75°
« Panel.Rise-and-Fall Guide Wheel Aluménum « Height adjustment; 630~930mm
« alloy Side rail.8ed base may X-ray(Eleclric « Trendelenburg: 12°
. Ppane!l madein America),CPR « Anti-trendelenburg: 12°

AG-HS008

Hydraulic Stretcher

Size:

1930 x 700 x 630/330mm

Material; 4-function:
* Pump: American Pump « Backrest max upward angle: 75° (Controlled manually)
* PP handrails « Height adjustment: 630-930mm (Controlled by hydraulic pump)
* Bottom platforrn is imported PP material « Trendelenburg: 12> (Controlled by hydraulic pump)

e With |.v. pole « Anti-rendelenburg: 12°> (Controlled by hydraulic pump)
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OPERATING ROOM
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AG-0TO005

Electric Operation Table

Accessories

Shoulder fixer

Wais! fixer

Foo1 stopper

Leg supporier
Anesihess screen frame

AG-40H-1

Specification:

Tabte Length: 2000m*S0mm
Tabie Width: 480mm*®20mm
Helght range of the platform: (750~ 1000)"50rnm
Forward: 225°

Backward: =35°

Left, rightiin. =15°

Head board upward: =40°

Head board downward: =>90°
Waist board lifting: 2 100mm

Leg board fold downward: »90°
Leg board fold outspread: =90°
Back board lold upward: >45°
Back board fold downward: =20°

Singte Arm Electric Abdominal Cavity Pendant

9

Specilicalion:

1.Wosking plalform vertical Iifi range: 600vnmm

2 Horrzonal rotaiion ang’e€340° .with gas braking system

3.Loading capacity:200KGS

4 Slandard accessory for the gas conneciing:Oxygen(2pcs),
VAC(2pcs), Air{ 1pc), CO (18¢)

5 Electrical outlet:8 pcs(220V 10A)

6.With equipolentsal ground tetminal2pCs). Interne: connecios
RJ4S(1pc)

8.Surface treatment using high-pressute electrostatic powder
coating

9 Adjustable slainless steel iv pole and syringe pump suppost
isel

AG-LT002

Operating Lamp

AG-LT002 series is fully enclosed
streamlined dnat-lamp body structure.
Fulfy meeting Ihe high standards of
disintection and laminar flow in today’ s
operating room,

Diameter of lighthead(cm)
llumination at 1m{lux)
Light{:eld diameter at 1m (cm)
Diameter of spot DSO{mm)

L 1+12 Dapth of ilumination{cm)
Color rendering index{Ra)
Optional color temperature{K)
Average butb life (hours)

Working distance{cm)

78/78

80000~ 160000

10-28

180+ 15 100z 15

130

95 Red cok%r index (R9) 93
3500.4000.4500

50,000

76-150
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AG-OT007

Electric-Hydraulic Operating Table

Maln Usage;

Eleclric-Hydraulic can be aperated for
eye.gynecology or hopedics chnicat all kinds
of surgery.

Structure :

Opesaling table cansists of two parts:
mechancal and electro-hydraulic control
system. Depending on manual eperation, ihe
produc! can mest the requirement of posture
n clinical operation

Rimension of table top:
Ovevall Length 2050mm
Widih 500mm

Dimension of section:

Head Sectwan 250 x SO0mm
Back Section 465 x S00mm
Waist Seclion 75 x S00mm

Seat section 550 x SOOmm
Leg Sectian 600 x 240mm

Table top from fioor:

Min Height 500myn
Max Height 930awn
Adjusiment 350mm

Range of movements:

Reversed Trendelenburg g oge
Trendelenburg >15°
Lateral Tilt =15°

Adjustment of sections:

Head Section Raised from ihe horizontal
Head Section lowered from the honzonta
Back Section Raised {rom the horizontal

Back Section Raised from the horizontal

Leg Section Lowered irom the horizontal
Leg seclion opaned

Kidney Bricdge Elevated({Oplianal)

More forward and backward

=»45°
>90°
275°
=30°
>90°
*90°
=80mm

JSRTEN{can be 803160 8ccoiding
your réQutemend) - S30MmM

Bed Pan rotation:

Restoring hos:zon1al position{oplional):

Lifting speed:
Sate working load:
Rotation:

X-ray:

Device safety sort |
IPX4 Ingress Protection:

Power
Internal povrer:
Battery capacity

CERETETD ( €

0-180°

=2°

4~ 16mavs
250kg

360 degree
Yes

]

1PX4
(AC)220V, 50Hz
suppty{DC)24V
= 24AH
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OPERATING TABLE

AG-0OT009

Electric Operating Table

Spacificalions:
Dimension of table top -
Overali Length:2100mm
Width: S00mm

Dimension of section.
Head Section:250 x 500mm
Back Seclion:545 x S00mm
Sest section:450 x SO0mm
Leg Seclion:600 x 240mm
Kidney Bridge:75 x 500mm
Fool Section: 180 x 273mm
Table top from floor

Min Height:750mm

Max Height: t000mm
Adugst:250mm

Range of movements:

Reversed Trende'enbusg = 20°
Trendelenburg > 15°*

Lateral Tilt=> 15°

Backward and Forward Movements = 400mm

Adjustment of sections ;

Head Section Raised from Ihe horizonta! = 45°
Head Section lowesed from the horizontal =90°
Back Section Raised from the honzontal = 45°
Kidney Bridge Elevated =80mm

Leg Section Lowered from the hocizontal=930°
Leg section opened >30°

Lifting speedd ~ 16inm/s

AG-0OT015

Manual Hydranlic Operating Table

Specifications:
Dimensions of Table Top:
Qverall length :2100mm
Widlh : SO0mvn

Dimensions of Sections
Head Rest:250 x 500mm
Back seclion :465 x S00mm
Kidney Bridge :75 x 500mm
Seat Secton:450 x S00mm
Leg Section :600 x 240mm
Foot Rest :273 x 180mm
Table Top from Floar

Min. Height :750mm

Adjust 3200mm

Range of Movements

Max. Reversed Trendelanburg =15°
Max. Trendelenburg =20°
Max. Lateral Tilt =15°

Adjustments of Seclions:

Head Rest~-raised from the horizontal >45°
Head Rest-lowered from the hotizontal = 90°
Back Section~raised from the horizontat 45°
Leg Sectlion-lowered fiom the horizontal =90°
Leg Section~opened 290°

Backward and Forward movements 3 400mem
Kidney Bridge Elevation = 100mm

Foo! Rest-can be kept horizontally or perpendicularly to the

Leg Section.

[ 1SO 13485:2003. K@Y
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AG-0OT012

Electric Operating Table
Specifications:

Dimension of table top:
OverallLength  2100mm
Wicih 480mm

Dimension of section:

Head Section 280 x 325mm
Back Section 500 x 480mm
Seat section 530 x 480vam
Leg Seciion 510 x 236mm
Foot Section 180 x 273mm
Kidney Bridge 100 x 480inm
Table top from floor:

Max Height 1600mm

Min Height 750mm

AG-0OT025

Hydraulic Operating Table

Length:2050 + SOmnm
Widih:480 £+ 20mm

Back board fold downward: = 10°

* Forward: =25°

Backward:=25°
Lettward and Righiward). = 20°
Head board fold upward). = 45°

* Head board lold dowsnward): = 90°

Leg board fold downward: =90°

Leg of the board split: = 180° (dischargeable)

Waist board fifting: = 120nxn

Range of movemenls:

Reversed Tendelenburg =20°

Trendelenburg = 15°

Lateral lilt >15°

Adiustment o} sections:

Head Section Raised from the honzontal =45°
Head Section towered from the horizontal 90°
Leg Section Lowered rom the horizontal 290°
Leg Section opened =90°

Back Secticn Raised from the horizontal =45°
Back Secticst lowered from the horizontal > 15°
Kidney Bridge Efevated = 100mm

Accassosios:

« A par of shoulder support frame,
Maximum and minimixn height of the platform:(750~360) + SOmm  « a pair of waist support [rame,
* Back board foid upward: =80°

« a pair of arm resting frarme,
« a pair of leg suppart frame,
* a screen frame,

« a pair of pedal {oot board.

1150 134852003 N @4

AG-LT002

Operating Lamp

Diameter of lighthead(cm)
INumination at 1m(lux)

Light fietd diarmneter at tm (cm)
Diameter of spol D50(mm)

L 1+L.2 Depth of f#llumination{cm)
Color tenderingindex(Ra)
Optional color tempecaluse{K)

Number of LED bulbs
Average bulb life (hours)
Heat-to-lght ratid{mW/m?x)
Working distance{cm)

Power supply

Max. power consumplion{Ww)

78/78

80000~ 160000

10-28

18015 100z 15

130

95 Red color index (R9) 93
3500.4000.4500

LRRVARR!

50,000

33

70-150

100-240 v,50/60HZ
300VA



HFS TECHNOLOGY [ 50 134852000 NQ
OPERATING LAMP

AG-LTO04-DOUBLE

Operating Lamp

« Diameter of lighthead(cm) 78178

« lllumination at 1mM{iux) 80000~ 160000/80000~ 160000

« Light field diameter at 1m (cm) 10-28

= Diamete: of spot DSQ(mm) 180£15 100215

« L1+L2 Depth of sliumination{cm) 130

« Color rendering index(Ra) 95

« Color temperature AS00 +500 AG - LTO 1 0

« Average pulb I.fe.(hours) 50.000 Operating Lamp

* Heat-1o-light ratio{mW/m!Ix) 33

« Working distance(cm) 70-150 Adopts light soutces from aifferent positions for focusto elimenate shadovs from different parts of medical workers. Vertical
T aisdnly 100-240 V.50/60H2 mabile setup with braking device is not imited by the space of surgical room and is safe and reliable in use.
¢ Max. power consumption(W) 300VA

« Ceiling heigh! for installation{cm) 270-320 Total irrad :ance{Tamperabure rse o the head of

llumination Lx 1600002 £C 250000 pasent undes surgical operaion <2 degres) = 600W/m2
........................................................................................................................................................................................... Color Temperature 4000 £ 500 Power 110V
Color Rendefing index 100=>Ra=85 Rated Voltage of Bulb AC24V
Depthof light bean =500 Rated Power of Bulb 125W
The value of the total irradiance input power 150VA
AG - LTOO 5 (service range ko lempevanse rse s (0 degree) SEnWirBiy

Operating Lamp

« lllumination LX 1600002 €Ec 280000 160000 Ec=80000
« Cokor temperature 3000 Tcs6700

 Color rendering index 100x=Ra=>85

« Diameter of spot d10175+35mm 610175 £ 35mm

« Depth of light beam =700

« Brightness level adjustment CPU light- dirnmer

« The value ¢! the total icradiance < BmW/m2Ix

* Towl irradiance < 600W/m2
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ICU PENDA

AG-360S

Single Arm Electric Hospital Pendant

1. Working power :cusiom-mada according 10 user's local power standard
2. Working platiorm vertical lift range: 600mm. Molor power < 1 KW
3. Horizontal arm maving range{radws): less 1than 1000mem (can ba adjuslable according Ihe hospital’ s requirements)
4. Horizontal rotation angie = 340° .the cross arm and terminal box can rotale at the same ime
5. Configuartion of pneumatic brakes Anti-driit when do the operaton i can move easily when loosen
6. NW:150KG
7. The insirument piatform 2 layers (height can be adjusted).circular bead Anti-colliston design
8. Gas inlerface standard configuration :2 oxygen gas .2 VAC .il can be maichead as par 1ha hogpital’s requirement
a Interface colots and shapes are different .wath anti-wrong function
b Insert and Draw Frequency above 20000 times
¢ Using secondary seal .with three status(connect.cut,pull) with gas manienance
9. Plug:8pcs
10. Equipolential ground terminal 2pcs.nel work port RJ45
11. High strength aluminum alloy proximate maiter
12. Surlace treatment using high vollage electrostatic powder coaling
13, Celling inslalling ,stand and solid
14. Adjusiable stainless steel iv pole and syringe pump suppo¢! 1set
15. One drawer
16. The color of body is blue

AG-45

Double Arm Electric Surgical Pendant

Dry pendani(1pc):

1.Horizontal rotation angle & 340°

2.With 1hree layers instrument platform(height can be adjusted)

3.S1andard accessofy for the gas connecting: Oxygen{ 1pc), VAC(1pc), Air(1pc)

4. Eleclrical outlet: 6 pcs(220V 10A)

5.With gas braking system

6.With equipolent:al ground tetminaX2pcs), one drawer

7.With one adjustable s1ainless steel IV pole and adjusied stainless steel injection pump shet!
Wet pendani( 1pc):

1.Horizontal rotation angie is 340 ©

2.With two layers insirument ptalform{height can be adjusied)

3.Standard accessory for the gas connectling: Oxygen{ tpc). VAC(1pc). Air(1pc)

4.Electrical outlet: 8 pcs(220V 10A)

5.With equipotential ground terminak2pcs)

6.With one adjustable staintess steel IV pote and adjustable staintess steel injection pump shelf

AG-20V-2
Floor Stand Medical Cotumn

1 loading capacity:200KG

2 layers: 3pcs(height adjustabte); round corner anli-collision design
3 Gas outlet standard: 2 Oxygen 2 vacuum 2 Air

4 Eleciric sockels:8

5 ground terminal: 4/ internet port: 1

6 Adjusiable s1ainless sieel iv pole and syringe pump suppor! 1set
7 1 drawer and 2 basket and 2 lighting lamp

['ish 12485 200 XQ:
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ICU PENDANT

AG-40D

Double Arm Electric Surgery Pendant

1.Workbench vertical range is 300 mm;Elecine power € 1 kw
2.Hornizonlal rotation angle 340° ;

3.Gas terminal standard: 2 oxygen . 2 vacuum

4.electric socket: 8pcs,grounding terminal:2pcs

5 Adjusiable slainless siee! iv pole and syringe pump suppart 1set

AG-58
Surgical Rotary Pendant

1.Wotk banch veriical lift G0OMM,molor power < 1kw.Cross arm lifling.speed 22mm/s
2.Radius ol the cross arm < 1000awn, Honzontal rotation angie <340°

3. Gas interlace slandard configuralon :2 oxygen gas .2 VAC

4.Electrical outlel:8 pcs

$.equipatential ground lermnal 2pcs.net wark porl RJ45

6.Suspension anesthesia machine

7 Surface rreatmant using high vollage electrostatic powder coating

8 Adiusiable stainless steel iv pole and syringe pump support iset

AG-350

Single Arm Electric Anesthesia Pendant

1.0ry pendant(2 pcs).

2.0ne pc rolating horizontal arnylength more than 800mm); Horizontal ratation angle < 340°
3.S1andard accessory {or the gas connecting: Oxygen(1pc). VAC(1pc), Air(1pc)
4.Eleclrical outiel:6 pcs

5.With gas braking sysiem. with one drawer, with eguipatential ground terminal(2pcs)
6.Adjustable stainless sleeliv pale and syringe pump suppost iset
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GYNECOLOGICAL EQNIPMENT

150 134852005 T4

AG-C101A03

LDR BED(Low Starting Position)

Bed dimension including bed end and bumper wheel: Length 1930mm, width 940mm
Bed dimension: Lengih 1815mm, width 780mm

Min, & Max. table height: 580mm-860mm(exciude the cushion)
Back section tuming: =60°

Seat seclion tuming: =10°

Trendelenburg: =8°

Leg section up/down movement: 100mm

Fooirest swing oul:=45°

Footrast folding: =45°

Guard tail up/down movemeni: 360mm

Castor Diameter: 150mm

Standard Accessories:
Leg holder 1 pair
Waste Basin 1 piace
|.V. Stand 1 piece
Hand conlirol 1 piece

Power cord 1 piace

AG-C101A04 =

LDR BED(Intelligent)

Bed dimansion including bad end and bumper wheel: Length 2350mm Width 940mm |
Bed dimension: Length 1950mm Width 880mm
Bed height: Lowest < 500mm Highes!= 830mm (exclude the cushion)

Back saclicn tuming: 265°

Seat section tuming: = 12°
Trendelenburg: » 8°

Leg section lifling distance: 170mm
Foolrest swing out: =90°

Foolrest foiding: = g0*

Guard rail up/down movement: 405mm
Castor dia.: 125mm

Standard accessonos

Bed cushion 1 suit

1.V.Stand 1 piece
Filth basin 1 piece
Power cord 1 piece
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AG-C101A02 AG-S104A

Electric LDR Bed % Gynecology Chair(Electric-Hydraulic)

Technica! Parameters: Technical Parameters Standard accessories
Bed dimension including bed end and bumper wheel: Length 2050mm. width 980mm Table top dimenslon: length 1145mm, width SOOmm Arm rest 1 pair

Bed dimension: Length 1815mm. width 880mm o] Min. & Max. table height: 5S0mm ~ 970mm Leg holder 1 pair

Min. & Mex. table height; SB0mm-950mm(exciude the cushion) Back section tuming: down=8° up>50° Foot rest 1 pair

Back section turning: >70° Seat section tuming: =25° fool swilch 1 piece
Trendelenburg and reverse trendelenburg: reverse trend=5° trend = 12° Ammn rest swing out:0 ~ 90° Shadowless lamp 1 set

Leg seciion lelescope: S50mm
Castor Diameter: 125mm

Fool rest swing out: =45°
tamp adjust angle: 60°
Power: AC 220V S0HZ

Standard Aooessories:
Leg holder 1 pair
Clamp 1 pair
Grab handle 1 pair
Foot rest 1 pair
Walt Eah . L owa ARt
Water proof cushion 1 set
.V. Stand 1 piece AG“CZO].A
Cushion for newbom bahy 1 piece Electric Obstetric Table
Cushion 1 set {Including back cushion, seat cushion and assist platlorm cushion)
Power cord 1 piece Spocifications Adjusiments of Sections:
Foot switch (or hand control) 1 pieca (optional) Dimensions of Table Top: Back section raised from the horizontal= 75°
Overall length 1300mm Back section lowered from the horizontal > 5°
fas \ Width 600mm Reversed Tendelenburgs= 15°
Dimensions of Leg Section: Trendelenburg > 15°
Length 6S0mm
Width 600mm

Table Top from fioor:
Max. Height 930mm
Min. Height 680mm
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ELECTRIC MEPICAL CHAIR

AG-XD107

Electric Blood Donation Chair
Specification:

Chajr Dimension: 1700mm(Curve Length) x 560mm
Heighl: 570mm(min,)---830mm(max)

Head section turn: ~15° ~ 25°

Back sectwn lift: =5 ~ 70°

Leg section turn: -65 - 5°

Foot support telescopic: 100mm

Foot suppost lurn: 0-90°

Fixed angle of seat section: 5°

Arm Board swing out: 0 ~ 45°

Arm board height adjusiment: 100mm

Arm board slide: 100mm

Arm board declining angle adjustment: -15° - 10°
Arm board dimens:on: 450 x 160mm

Trend and reverse trend: 0 ~ 12°

Arm boa rd Concave Radian: R108

AG-X5104

Manual blood donation chair

Chair dimensson; 1770mm{cur ve tengh) x 560mm
Back section lift: 30° -~60°

Arm board swing oul: 0~45°

Arm board decling angle adjusiment; 0--8°

Leg section turn: -5° ~-90°

Center ot gravity move forwad at bed posilion: 190mm

won @ @ @

[ 150 134252003 NE3

AG-S105C

Electric Gynecology Chair

Dimansion of tha bed /suface:
Overall Length; 1250 £ SOmm
Widih:520 + 20nun

Haight.

Max Height of table top: 1200mm
Min Height of ta ble top: 460wwn
Height of seating ptate: 520mm
Adjusting Scope of Tabletop.
Reversed Tren delenburg: =20°
Trendelenburg: »5°
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ELECTRIC MEDICAL CHAIR,

AG-XD301 AG-1IRO01C UP-grade

Electric Medical Chair Infant Incubator

Technical Parameters: 1)Specification:

1) With IV stand, dinning able 1.Microprocessor based servo controlled temperature system
2) Height can not be adjusiable 2.Control modes: Air mode and baby skin mode

3) Size:1900L"560W*880HMmM 3.Alarms functions : Power fallure; over temperalure; temperature deviation;
4) Back Section:-10> ~80” femperature sensor failure;fan faiture

5) Leg Section :10° - 80° 4.>37° C lemperature setling

6) Seat Segment angle: 0° ~ 30° S.A keypad lock prevent inagdveiieni changes the setting

7) Trendelenburg/Reverse irendelenburg: 12° 6.Humidily is adjustable continuously

8) Max weight :240kg 7.Heating power displayed on panel

9) Two LINK Motors 8.A second thermal cut-off function for mare satety

9.The infant bed inclination angle is adjustable
10.Trough for pulling and pushing ,which is convenient to add the water and wash
11.Fan with }ow noise and kong life~-span

12.Temperature deviation and over lemperature could be amended in front panel directly

13.Silence/reset bution fos alarms

14.six operating windows,tv/o side operafing windows can be swiveled
15.Heater is electrically cut-out if air temperature inside incubator exceed 40° C
16.Cabinet with four drawers

A G = X D 2 O 6 2)Standard configuration;

Electric Medical Chair Main body(including the fransparent hood, control system, infant bed, water trough),
1.V.pole. mattress, cabinet, silence castors

Technical Parameters:
1) With IV stand. dinning table

2) Height can be adjustable 3)Optional parts:

3) Size:1880L"320W* 13504-1640mm 1.X ¢ay cassette Tray

4) Back Seclion:-10° ~ 80° 2.baby weight system

5) Leg Section :10° ~ 80° 3.Electric height adjustable

6) Seat Segment angle: 0° ~ 30° 4.LED phototherapy unit
5.Air and oxygen blender

7) Trendelenburg/Reverse 1tendetenburg: 12°
8) Max weight :240kg

9)Three LINK Motors

10) Optiona! accessory:CPR.Weighing system

6.0ouble wall hood
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AG-IRW002B

Top Grade Infant Warmer

1. Three modes:pre-warm.manual and automatic

2. The microprocessar-conirolled unit allows lor thiee setlings: Pre-warm,
manual or aulomalic.

3. Alanm functions for safety inciudes: Power failure, temperature deviation,
Temperature sensor failure, over lemperalure.

4, APGAR limer to record therapy time

S. Conveniant X-ray cassetle under infant mattress

6, Healer head can be adjusted +30 degree horizontally
7. Inclination ot infant bed is adjusiable

8. Transparent protecior lolded

9. Adop!s anti-exptosion micro crystal quariz infrared radislion tube for its
radiation source, 1he heating is quick and lifle-span is long

10. Alarms are audible and visual

1t. A second hermal cut-out function for more salety

12. Skin temperalture sensor lailure protect lunclion avoid over lemperature
13. Temperature deviatron can be amended in front panel directly

2)Standard configuration

Main body (including the radiant source, control system, infant bed, bracket),
X-ray cassette, I. V. Pole, skin temperalure sensor, tray, matiress, trarisparent
protector. castors.

AG-1IRO0O1A

Infant Incubator

Function features:

1.Temperature displayed by LED

2. Alarm functions : Power failure; Over temperaiure; Temperature deviation;
3.Temperature sensor faslure: Fan failure

4.>37T temperalure setting

5.A keypad lock prevent inadverten! changes the setting

6.A secand thermal cut-out function for more salely

7 Humidity by natuial aiiway

8.Heating power displayed on panel

9.The infant bed inclination angle is adjusiatle

AG-IRW003

Infant Radiant Warmer

Briel iniroduction:

1.Microprocessor based servo controlled temperature system

2.Three modes: pre-warm.manual or automatic

3.Sel temperature and skin temperaiure display separatety

4.Special design inclined heater head is more convenience for X rays

5.Anti-explosion micro ciystal quarlz for radiation source

6.Self-testing function, various failure alarms by audible and visual

7 APGAR limer to record therapy lime

8.Convenient X-ray cassette iray under infant mattress

9.Inclination of infant bed is adjustable

10.LED observe light angle is adjustable

11.Adopts anti~explosion micro ciystal quartz infrasred radialion tube for
its radiation source, the heating is Quick and lile-span is long

12,Alaim tunclions for safety includes:Power failure, Temperature

deviation,Temperalure sensor failure.Over temperature.
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INFUSION PUN\FI’

AG-XB-Y1000

Single-channel Infusion Pump

1.Flow Rate Range 0,1-1000Mth

2,Matched Tube Type Match all lypes(PVC), The special lube
should confact supplier

3.Adj. Infusion Range 999MI

4.Infusion Precision x 3%(Ad].)

5. KVO Speed 1-3Mlh

6. Beep & Led Alarms Power swilctvocciusion/air in lube/door
openinfusion linishediow battery/no operate/tube error instalied/
no medicine liquidtube spoilage

7.0¢op Cl Precision Drop Precision ¢ 1% ( Speed<360MUnh )
8. Orop Scan Sensor IR

9. AirScan Sensor Ultrasonic

10.Pressure Range 30Kpa-160Kpa (High, Middle, Low Adj.)
11.Beep Adj.Range High, low

AG-XB-Y1200

Double channel Infusion Pump

1.Flow Rate Range 0.1-1200MLh

2.Matched Tube Type Match all types(PVC), The special tube
should contacl supplier

3.Ad]. Infusion Range 999Mi

4.Infusion Preciston =+ 3%(Ad}.)

5. KVO Speed 1-3MUnh

6.Baep & Led Alarms Power swilch/occlusion/air in luba/door
opoen/intusion finishedfow battery/no operate/lube error installed/
no madicine liquidtude spoilage

7.0rop Cil Precision No

8. Drop Scan Sensor No

9.Air Scan Sensor Ultrasonic

10.Pressure Range 30Kpa-160Kpa (High, Middte, Low Ad].)
11. Beep Adj.Range High, low

12.Ac Power AC100V-240V % 10% 50Hz-60Hz

12.Ac Power AC 100V-240V + 10% SOH2-60Hz

13. Insider Battery NI-MH Batiery(12V): Infusion time « dhours
with battery

14, Lithium cell(12V): Time « 6-12hours with battery

15. Power consumption Less than 18VA

16.Secunty Classification Class I, BF lype

17. Working Cordition Temperature £ 5° C-+40° C Humidity
20%-90%

18.Putge Yes

19.MVh: drop¥min Auto Change

20. Dimension 148°108°210mm

21.Weigh (kg) 2.3kg

13.Insider Battety NI-MH Battery(12V): Infusion lime =~
4hours with battery

14.Lithium celli(12V): Time ~6-12hours wilh battery
15.Power consumption Less than 18VA

16. Security Classification Class |, BF type
17.Working Condition Temperature + 5° C-440° C
Humidity 20%-80%

18.Purge Yes

19.MI/h: dropymin Auto Change

20.Dimension 188°115°196mm

21. Weigh (kg) 3.8

AG-BZ007/

Patient Monitor

1. 4 Standard parameters: ECG, NIBP. SpO2, RESP.

2.7 inch high resolution color TFT LCD display.

3. Real lime S-T segment analysis, pace-maker detection.

4. Indication of Incorrect manipulation and matfunclion analysis.

5. Patien! info input management function

6. Multi-lead ECG waveforms dispiay in phase.

7. Large volume of labufar and graphic trends information storage and easy to recall.
8. Caplure dynamic waveforms.

9, Efficient resistance to intesference of defibriliator and HF knite.
10. UP to 4 hours woiking capacity of built-in rechargeable battery.
11. Unique accessoty management cabinel.

12. Networking capacity.

13. Options IBP, ETCO2 and 2-18P.

14. Rechargeable Lithium battery

AG-BZ008

Patient Monitor

1.12" color TFT display, up to 12 waveforms

2.0ne level monu, easy 1o use

3.Parameters including ECG/RESP, SpO2 . NIBP, TEMP, Pulse Rate and IBP(optional)
4.Maximum 720 hour graphic and tabular trends ol all parameters

5.Built-~in recorder and battery

6.Suitable for adult, pedialric and neonatal patient

7.Archythmia analysis. ST calculation. Pace analysis

8.Anti-ESU, anli- defibrillator

9.Slandard network interface. can connact to Ceniral monitor syslem
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HFS TECHNOLOGY
SCANNER

AG-BUOO9Y

Laptop ultrasound scanner

Feature:

1. 15-inch LED screen

2. Windows embedded operating system

3. Built-in reportin g workstation iemplate (tnstall the printer driver 1o print reports)

4. Built~in 8G SSD card hard disk

5. Buitt-in 8000 mA lithium batlery (can work 3.5-4 hours)

6. Support each department inspection and measuremeni (routine examination: abdomean, obstetrics.
gynecology. urclogy. small parts)

7. Reconstruction of three - dimensiona) leaturas

8. Position marks: 140kinds

9. Viith 44 kinds of pseudo-color display

10. Software upgrade: the soltwase ¢an be upgraded through U disk

11 Computer PC platform, built-in reporting workstation, micio-colos, 3D reconstiuction lunction

AG-BUOOS5

Color Doppler Ultrasound System

Feature:

1. 15" LED Screen

2. High Delinition image

3. 3D/4D imaging{option)

4. 8.M.CF.PWD.PD.POP,THI.TDI.real~tlime M.CWOD

5. Abundant funclions.Multitingual

6. Hardisk,USB storage

7. Color scanning rate:Screan degreen: 85. full color vision

8. Color enhancements funclion:color Doppler enesgy.direction speed chan
9. Advanced and convenient direct network real-time image exchange.storage and display
10. Blood ftovr function
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DARK GREEN SERIES

Designer al HFS clever use Dark Gseen which 1s 7734UP in the
international standard cotor of PANTONE GG4004 seres.

Design Theme-Give life and vigor to hosgpital
HFS des:gn philosophy-- * simple but not easy’
Appearance

The Dark Green series will be used in medicine trolley.treatment trofley
and patient clip troltey etc Hospita! will decome clean and lidy with the

consistent color.What's more.heallh care provider.patient and theie 4 [ ]

family can experience a unique feeling in such a special place. - ;
Choosing matenal is also quite particutar.See product parametess (of ' F

more information. g

Group

AG-GS005 AG-GS006 AG-GS007
Size 970 x 640 x 460mm Size:970 x 660 x 450mm Siz€:910 x 510 x 435mm

Taillepied 44, 1095 Lutry
www.healthsport.ch

AG-GS00t AG-GS002

Size:970 x 620 x 450em $i20:970 x 620 x 460mm i nfo @ h eda l th S p or t. C h

+41 219035767

AG-GS008 AG-GS009 AG-GS010

Size 950 x 645 x 470mm Size:950 x 645 x 470mm Size:910x 740 x 410mm
AG-GS003 AG-GS004

Size:970 x 620 x 460mm Size:850 x 630 x 435mm




AEGEAN TECHNOLOGY
COMPUTER TROLLEY
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AG-MTO14A

Size:

660 x 520 x 1440mm

Technical Parameters

1. Made of high~strength ABS material

2. One-piece ABS plastic top boasd vath arc handle and raised-edge
design. covered Iransparent soft plastic glass

3. With four plastic -steel columns,

4. One small, two big drawers,inner with dividers can be osganized
easily and freely

S. Dust basket

7. Storage box

8, Disposable holder

9. Four luxurious notseless casters, two with brakes

Package Size:

760 x 625 x 1170mén Ne 1 Weighl:

80kg

AG-WT002C

Size:
500 x 520 x 1330~ 1500mm

Function:
Height adjust: 900-1070mm

Technical Parameter

1. Aluminum tad'etop.and ABS main classis.baltery box cover by use ol
one-time-molding techniques

2. Fan-shaped des#gn can add working area

3. Height of tabletop adjustable

4, AlI0 Computer, low poweer loss, D.C. slabilized source, include network

5. Battery is 12V-18.5V. high power and safe

6. With the space (or mouse, scanner, keyboard,ABS drawer

7. Fan=-shaped chassis walk steadier

8. Four luxurious nesaless casters, two with brakes

Package Size: Net Weight:
560 x 600 x 1100mm 75kg

AG-ETOO1A1

Emergency Trolley

Size: 850 x 520 x 950mm

Technical Paramater

1. Made of high-strength ABS material

2. One-piece ABS plastic lop board with arc handle ard raised-edge design, covered transparent soft plastic glass.

3. With four atuminum columns,

4. Five ABS drawers: 2 small. 2 middle & 1big drawers. inner with dividers can be organized easily and freely, fabel
cards for the trolley and drawers.

5. Stainless steet guard rail .sliding side sheif

6. Dust basket. Needle disposal holder, IV poie, Detbrillator shelf, Defibrillator board, Power outlet & Hooks, Oxygen
tank hotder, Utility container, storage box

7. Centralized lock

8.Four iuxurious noiseless casters, two with brakes

AG-MT006 Medicine Trolley AG-AT016 Anesthesia Trolley AG-AT001A3 Anesthesia Cant AG-ITO06B1 {nfusion Trolley AG-MTO011A1 Medicine Trolley
Size: 750 x 480 x 920mm Size: 600 x 400 x 1450mm Size:750 x 480 x 1340rnm Size:620 x 475 x920mm Size: 850 x 520 x 950rinm
T

AG-CHT003 Patient Record Trolley AG-ET007B4 Emergency Trodey ~ AG-LPT006B_Clinical Troflay AG-MT032 Treatment Troliey AG-UTB09 Multi-function Cart
Size: 750 x 410 x 950mm Size:740 x 480 x 1000mm $i20:750 x 480 x 1000mm $120:620 x 4205 930mm Size:640 x 445 x 1010nMM




HFS TECHNOLOGY
ACCOMPANY CHAIR

AG-AC001

Accompany chair

Folded size:
620 x 720 x 340mm

Unlolded size:
620 x 1920rmvn

Technical Parameter

1. Chair frame is made of coid~rolled steel
plate, realed by powder coating

2. Pari ol handrail has a quality cover

3. Three pieces of bed board with pitlow

4. Chair matiress cover leather surlace with
sponge padded, 6¢cm thickness

5. Four stient casters(diameter 55mm)
6. Mattress color is optionat

AG-AC005

Accompany chair
Folded size:

650 x 780 x 1020mm
Unlolded size:

2060 x 650 x 450 mm
Technical Parameter

1. Chair lrame is made of cold—railed steel
plate. Ireated by powder coaling

2. Aluminum-altoy handrall
3. Three pieces of bedboard

4. Chair mattress cover PVC teathe! surface wih
sponge padded. 8cm thickness

S. Mattress color is oplional

AG-TC002

Transfusion-Chair
Size: 730 x 780 x 1050mm

Descriptio:
the fabri¢ is pressedPVC
artifical leather.not adjustabie

AG-AC003B

Folded size:
620 x 720 x 940mm

Untolded size:
620 x 1950myn

AG-BC005 Bedside Locker AG-BC006C Bedside Locker AG-BC008 Badside Locker
Size:475 x 475 x 750men $120:480 x 480 x 870mm Size:510 x 500 x 700mm

AG-BC009 Bedside Locker AG-BCO010 Bedside Locker AG-BC020 Bedside Locker
Siz0:520 x 480 x 740mem Si26:460 x 440 x 760m¥m Size:505 x 465 x 720mm

150 13485:2003 N9

AG-BC023 8edside Locker
Size:500 x S00 x 780mm

AG-BC022 Badsida Locker
Size:500 x S00 x 780mm



HFS TECHNOLOGY
OVER BED T
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AG-0BT002 Over Bed Table
Size:900 x 400 x 750- 1020mm

AG-0BT009 Over Bad Tabie
S$iz@:900 x 450 x 720-1020rnm

AG-0OBY012 Ove: Bed Table
Size:780 x 400 x 800~ 1110mm

AG-0BT010 Over Bed Table
Size:900 x 450 x 720-1020mm

AG-OBTO015 Over Bed Table
Size:900 x 450 x 650-1010mm

AG-0BT014 Over Bed Table
Size:770 x 370 x 715-1110mm

AG-0OBT016 Over Bed Table
Size::900 x 450 x 650-1150nun

AG-NS001 Nurse Stool
Siza:380 x 480 x 700mm

; T

AG-SS003 S.S Instrument Cupboard ~ AG-SS004 Instrument Cupboard AG-SS007 Fan-shape Istnenent TroBay AG-SS008 S.S Mayo Car! AG-SS003A Infusion Stand
Size:900 x 400 x 1800mm Si2€:900 x 400 x 1800mm $ize;1370 x 400 x 1000mm Size:660 x 400 x 9400-1400nm Siza: ¢ 450 x 450x 1320-2350mm

AG-SS013 S.S Dirty Linen Trolley AG-SS020 Instrument Trolley AG-SS021 S.S Water Bottle Trolley AG-SS026 S.S Dressing Cait AG-SS028 S.S Emergency Trolley
Size:700 x 500 x S00mm Size:850 x 500 x 950mm Size:790 x 475 x 800mMm Size:900 x 500 x 300mm Size:650 x 405 x 920mm
AG-SS029 S.S Instiument Trolley AG-SS030 S.S Stretcher Trolley AG-SS031 S.S Stretcher Trolley AG-SS032 S.S Flal Cart AG-SS034 S.S Dressing Cait

Size:680 x 460 x 9340- $400mm Size: 1900 x 630 x 800mm Size: 1950 x 650 x 800mm Siza:850 x 500 x 900mm Size:380 x 450 x 920mm

-rs
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AG-SS042 S.S Instrument Trolley AG-IVP001 Intusion Stand AG-SS089 S.S Slack Instument Troliey AG-SS092 S'S Opearation \Yashing TroBay AG-S5066 S.S O xven Cylinder Cart
Size:850x 500 x 900mm Size: ¢ 450 x 450 x 1320-2350mm Size: 1200 x 600 x 1050mm $i26:900 x 550 x 300mm Si26:330 x 330 x 1200mm

I




